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PROHLASENI O SHODE ¢&. PS-001/24/09

Vydané podle zékona &.22/1997 Sb. v platném znéni a §8 odst.5 nafizeni vlady ¢.42/2003 Sb.

Vyrobce

Odbératel

Vyrobek

Popis vyrobku

Druh nadoby

Rozmeér, hmotnost

Zkugebni pretlak

Vyrobni davka ¢.

MnoZstvi, ks.

Sériova vyrobni ¢isla v davce

Rok vyroby
Pro latky dle ADR/RID

Lahvovy ventil-typ

KOMPOZIT-PRAHA s.r.0.
Dysina 298

330 02 Dy3ina u Plzng&

1CO: 26154226

Primagas s.r.o.

Na Pankraci 30 y

140 00 Praha 4  Ceska republika

PB kompozitni ldhve na LPG

PB kompozitni lahve dle CSN EN 14427

BKG 24-20 PB

D=302 mm, H=585 mm, 6,7 kg

30 bar

24/08/049, 092, 106-110

206

24/08/009601-009800, 018201-018400
021001-022000

2008

A, A0, A1, B, C tfida 2, skupina 2F, UN 1963 smés

A232 00011

Prohlasujeme, Ze lahve se shoduji s typem popsanym v certifikatu .pfisludného typu a splituji pozadavky nafizeni
vlady ¢ 42/2003 Sb., dohody ADR/RID.
Postup posouzeni shody-modul:B+C1.
Posouzeni shody vyrobku provedl:
TUV SUD Czech s.r.o., Novodvorska 994, 142 21 Praha 4, ldentifikac¢ni ¢islo NB 1017
Certifikity notifikované osoby o shodg jsou k disposici u vyrobce.
Piiloha: certifikat vyrobnich zkoudek
Viechny predepsané zkousky byly provedeny v souladu s vySe uvedenym technickym piedpisem s vyhovujicim
vysledkem.

Datum, razitko

Podpis opravnéného zastupcty vyrobee
05.01.2009 '

- —_—

L =T

/" Khudoley Oleksandr

4




Inspection body :
Certificate No.: 1052/20/04/AW/AO/A

Date

TUV SUD Czech s.r.o.

29.09.08-20.12.08

Country. Czech Republic
Specification: EN 14427:2004
Design Type No CZ1017-012/2006

Mark BKG 24 -20 PB

Production test certificate

Inspection body's mark: T 1017

Cylinders manufactured by Kompozit Praha s.r.o.

Type approval No: 232/06/05/04/0
Drawing No BKG 24 -20 PB.00.00.000

Description of cylinders: Fully wrapped glass fibre reinforced composite LP gas cylinder with non-

load-sharing plastic PET liner

Water capacity: 23,8 L.

Test Pressure: 30 bar

Design Life: Non - limited life

Additional deSign FEGUITEIMENLS .......covweeeeereiisseuitsseca it s eb bbb

Quantity

206 pcs

Manufacturer's part no.............

Serial numbers : 24/08/009601-009800, 018201-018400, 021001-022000
Manufacturing batch No.24/08/049, 092, 106-110

Date of hydraulic pressure test

30.09.08-21.12.08

Customer: Primagas s.r.o.

Address :Na Pankraci 30

140 00 Praha 4 Ceska republika

Each cylinder was manufactured in accordance with the requirements of EN 14427, Directive 1999/36/EC,

ADR/RID and the design defined in type approval or design variant approval No: 232/06/05/04/0

The materials used in the manufacture of the cylinders were identified by individual batch numbers and their
properties were verified that they complied with the specification and approved design requirements.

The following materials were used in the manufacture of these cylinders:

Liner Material Designation - PET (polyethylene 1erephtalatc)_

162100529884, 162100528930

(0.5- 0.6 N/tex)

Supplier Batch No. Cylinder serial ~ |Yield Stress |Tensile Strength,| Elongation, %
,1143.{: MPa
WIP, POLAND 240 -0005/02 08/009601-009800 “ - 120
08/018201-018400
08/021001-022000
Glass Fibre
Supplier Fibre Batch No Tensile Shear Elongation,%
i Type: Strength, GPa_|Strength, Mpa
OWENS R25HX22 | 162100525099, 162100521452 3.5-4.2 15-20 3-6 %
CORNING 1200CF | 162100522237, 162100529848




